
  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Built In Wi-Fi and Bluetooth 

Full HD Resolution 

500 NITS Brightness 

Built In Speakers 

138 Inch All in One Display 
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Brightness with Aspect Ratio of 16:9 

Pixel Pitch  1.5mm 

Uniformity Brightness 297% 

Drive Mode Constant Current Drive 

Viewing Angle 178-degree x 178-degree 

Frame Rate for Video @60Hz 

Refresh Rate (Hz) 3840 

Contrast Ratio 3000:1 

Space between modules Zero bezel (Seamless) 

Maintenance CoB LED module and front maintenance 

Distance of Viewing 22 meters 

Colour Temperature Adjustable from 500 to 10000 

Acoustic Noise Fanless operation 

HDR Available 

OS  Android 11 

Processor Quad Core Processor 

Storage 32 GB 

Security Covered and sealed back 

Buttons Volume Up and Down, Brightness high and low, Signal switching and On/Off 

Wireless Screen Sharing Screen share software allow user to share up to 4 multiple screens at same time through 

laptop/desktop and mobile devices 

Modules Type Magnetic modules that allow rapid installations 

Heat Dissipation Aluminium built allows heat dissipation and reliability 

Colour Depth 16 bit 

Lifetime 100000 Hours 

I/O Ports Input: HDMI x 2, USB 2.0 x 1, USB 3.0 x 1, RJ45 x 1; Output: HDMI x 1, 3.5mm (Line Out) x 2, SPDIF 

x 1 

Smart Eye Protection Supports one click eye protection mode 

Environment Operating Temperature: 0o ~ 50o Celsius, Humidity: 10~80% 

Power Consumption (Max and 

Average) 

2000 Watt and 670 Watt 

 

All in One Display  UE-IP-9A 

Screen All in One Indoor display with CoB Technology, 138-inch, Full HD 1920 x 1080 pixels, 500nits 




